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Specifications for CSI 200 woven conforms to the following property values:

GRAB TENSILE STRENGTH ASTM D 4632 lbs 200 lbs

GRAB TENSILE ELONGATION ASTM D 4632 % 15-25%

MULLEN BURST ASTM D 3786 psi 450 psi

TRAPEZOIDAL TEAR ASTM D 4533 lbs 90 lbs

PUNCTURE STRENGH ASTM D 4833 lbs 100 lbs

CBR PUNCTURE ASTM D 6241 lbs 675 lbs

UV RESISTANCE , % RETAINED ASTM D 4355 % hrs 70% after 500 hrs

WATER FLOW RATE ASTM D 4491 gpm/sf2 4.5

PERMITIVITY ASTM D 4491 sec-1 0.05

APARENT OPENING SIZE (AOS) ASTM D 4751 US Sieve 40

STANDARD ROLL SIZES 12.5 FT X 432FT
15 FT X 360 FT

17.5 FT X 258 FT

This publication should not be construed as engineering advice. While information contained in this publication is accurate to the best of our knowledge, CSI Geosynthetics does not warrant its accuracy or

completeness. The ultimate customer and user of the products should assume sole responsibility for the final determination of the suitability of the information and the products for the contemplated and actual use.

The only warranty made by CSI Geosynthetics for its products is set forth in our product data sheets for the product, or such other written warranty as may be agreed by CSI Geosynthetics and individual customers.

CSI Geosynthetics specifically disclaims all other warranties, express or implied, including without limitation, warranties of merchantability or fitness for a particular purpose, or arising from provision of samples, a

course of dealing or usage of trade.
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This data sheet supersedes all previously issued data sheets. The above properties are M.A.R.V. based on test data only. The information relates only to the

specific material designated and may not be valid for such material used in combination with any other materials or in any other process. Such information is

to the best of our knowledge and belief, accurate and reliable as of the date compiled, however, no representation, warranty or guarantee is made as to its

accuracy, reliability or completeness. It is the user's responsibility to satisfy himself as to the suitability and completeness of such information for his own

particular use. We do not accept liability for any loss or damage that may occur from the use of this information nor do we offer any warranty against patent

infringement.

Woven Geotextile fabric made from 100% high tenacity polypropylene silt film. The tapes are woven in such a weave

pattern that they retain their relative position and the selvedges are tucked in to prevent fraying. This fabric is specially

designed to provide separation, reinforcement and filtration in moderate to severe conditions.

Note: CSI fabrics are manufactured and imported for CSI Geosynthetics by Essen Polymer, Inc., Carson, Ca. CSI 200 is a trade name of CSI Geosynthetics, and any use of this name

without the expressed written consent for CSI Geosynthetics is strictly prohibited. The property values listed above are effective 02/01/2011 and subject to change without notice.


